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Topology 1
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Hasil show ip route ditiap router
1. Route0
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2. Route1
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3. Route2
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Topology 2

Screenshot topology jaringan:
[image: ]Hasil show ip route ditiap router
1. Route0
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2. Route1
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3. Route2
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4. Route3
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Topology 3

Screenshot topology jaringan:
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Hasil show ip route ditiap router
1. Route0
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2. Route1
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3. Route2
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4. Route3
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5. Route4
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Topology 4

Screenshot topology jaringan:
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Hasil show ip route ditiap router
1. Route0
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2. Route4
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3. Route6
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4. Route3
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Router0

Physical  Config _CLI_ Attributes

105 Command Line Interface

Routersen
Router#conf

Configuring from terminal, memory, or network [terminal]?
Enter configuration commands, one per line. End with ONTL/Z.
Router (config)#exit

Router#

%SYS-5-CONFIG_T: Configured from console by console

Router#shou ip route
Codes: C - connected, S - static, I - IGRP, R - RIP, M - mobile, & - BGP

D - EIGRP, EX - ETGRP external, 0 - OSPF, TA - OSPF inter area

NL - OSPF NSSA external type 1, N2 - OSPF NSSA external type 2

EL - 0SPF external type 1, E2 - OSPF external type 2, E - EGP

i TSTS, L1 - SIS level-l, L2 - Is-Ts level-2, ia - TS-IS inter area

* - candidate default, U - per-user static route, o - ODR

P - periodic downloaded static route

Gateway of last resort is not set

€ 192.168.1.6/24 is directly connected, Serials/e
€ 192.168.3.6/24 is directly connected, Serial2/e

€ 192.168.4.6/24 is directly connected, Fastethernste/o
S 192.168.5.0/24 [1/0] via 102.168.3.2

S 192.168.0.0/24 [1/0] via 102.168.1.2

Routers

Copy

Top

Paste
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Physical  Config _CLI_ Attributes

105 Command Line Interface

Press RETURN to get started

Routersen
Router#shou ip route
Codes: C - connected, S - static, I - IGRP, R - RIP, M - mobile, & - BGP
D - EIGRP, EX - ETGRP external, 0 - OSPF, TA - OSPF inter area
NL - OSPF NSSA external type 1, N2 - OSPF NSSA external type 2
EL - 0SPF external type 1, E2 - OSPF external type 2, E - EGP
i TSTS, L1 - SIS level-l, L2 - Is-Ts level-2, ia - TS-IS inter area
* - candidate default, U - per-user static route, o - ODR
P - periodic downloaded static route

Gateway of last resort is not set

C 192.168.2.0/24 is directly comnected, Serial/o
C 192.168.3.0/24 is directly comnected, Serial2/o

S 202.168.3.0/2¢ [2/0] via 102.168.3.1

C 102.163.5.6/24 is directly comnected, FastEtherneto/o
S 102.169.6.0/24 [2/0] via 192.168.2.2

Routers)

Copy

Paste
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Router2

Physical  Config _CLI_ Attributes

105 Command Line Interface

T355K Bytes of ATA CompactFTash (REad/Wiite

Press RETURN to get started!

%LINEPROTO-5-UPDOWN: Line protocol on Interface FastEtherneto/o, changed state to up

LINK-5-CHANGED: Interface Serial2/e, changed state to up
LINK-5-CHANGED: Interface Seriala/e, changed state to up
%LINEPROTO-5-UPDOWN: Line protocol on Interface Serial3/o, changed state to up

%LINEPROTO-5-UPDOMN: Line protocol on Interface Serial2/o, changed state to up

Routersen
Router#shou ip route
Codes: C - connected, S - static, I - IGRP, R - RIP, M - mobile, & - BGP
D - EIGRP, EX - ETGRP external, 0 - OSPF, TA - OSPF inter area
NL - OSPF NSSA external type 1, N2 - OSPF NSSA external type 2
EL - 0SPF external type 1, E2 - OSPF external type 2, E - EGP
i TSTS, L1 - SIS level-l, L2 - Is-Ts level-2, ia - TS-IS inter area
* - candidate default, U - per-user static route, o - ODR
P - periodic downloaded static route

Gateway of last resort is not set

C 192.168.1.0/24 is directly comnected, Serial/o
C 192.168.2.0/24 is directly comnected, Serial2/o

S 202.168.3.0/2¢ [2/0] via 292.168.1.1

S 202.168.5.0/2¢ [1/0] via 102.168.2.1

C 102.163.6.6/24 is directly comnected, FastEtherneto/o

Routers) =

Copy

Top.

Paste
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Router0

Physical  Config _CLI_ Attributes

105 Command Line Interface

Press RETURN ©5 get STareedT

%LINEPROTO-5-UPDOWN: Line protocol on Interface FastEtherneto/s, changed state to up
ALINK-5-CHANGED: Interface Serial2/e, changed state to up

ALINK-5-CHANGED: Interface Serial3/o, changed state to up

%LINEPROTO-5-UPDOWN: Line protocol on Interface Serial2/o, changed state to up

%LINEPROTO-5-UPDOWN: Line protocol on Interface Serial3/o, changed state to up

Routersen
Router#shou ip route
Codes: C - connected, S - static, I - IGRP, R - RIP, M - mobile, & - BGP
D - EIGRP, EX - ETGRP external, 0 - OSPF, TA - OSPF inter area
NL - OSPF NSSA external type 1, N2 - OSPF NSSA external type 2
EL - 0SPF external type 1, E2 - OSPF external type 2, E - EGP
i TSTS, L1 - SIS level-l, L2 - Is-Ts level-2, ia - TS-IS inter area
* - candidate default, U - per-user static route, o - ODR
P - periodic downloaded static route

Gateway of last resort is not set

C 192.168.1.0/24 is directly comnected, Serial2/o
C 192.168.2.0/24 is directly comnected, Serials/o

S 202.168.3.0/2¢ [2/0] via 102.168.1.2

C 102.163.7.6/24 is directly comnected, FastEtherneto/o
S 202.168.8.0/2¢ [2/0] via 292.168.1.2

S 1202.168.9.0/2¢ [1/0] via 292.168.3.1

S 102.163.10.0/24 [1/0] via 102.168.2.2

Routers)

Copy

Paste





image8.png
Routerl

Physical  Config _CLI_ Attributes

105 Command Line Interface

TLTNEPROTO 5-UPOOWT [T7 protocol on TneerTace Fastethernetors, changed

LINK-5-CHANGED: Interface Serial2/e, changed state to up

LINK-5-CHANGED: Interface Seriala/e, changed state to up

%LINEPROTO-5-UPDOMN: Line protocol on Interface FastEtherneti/o, changed

%LINEPROTO-5-UPDOMN: Line protocol on Interface Serial3/o, changed state

%LINEPROTO-5-UPDOMN: Line protocol on Interface Serial2/o, changed state

Routersen

Router#shou ip route

Codes: C - connected, S - static, T - T6RP, R - RIP, M - mobile, B - BGP
D - EIGRP, EX - ETGRP external, 0 - OSPF, TA - OSPF inter area

NL - OSPF NSSA external type 1, N2 - OSPF NSSA external type 2
EL - 0SPF external type 1, E2 - OSPF external type 2, E - EGP

TR =

state to up

o up

o up

i TSTS, L1 - SIS level-l, L2 - Is-Ts level-2, ia - TS-IS inter area

* - candidate default, U - per-user static route, o - ODR
P - periodic downloaded static route

Gateway of last resort is not set

S 192.168.1.0/24 [1/0] via 102.168.2.1
C  192.168.2.6/24 is directly connected, Serial2/e

€ 192.168.4.6/24 is directly connected, Fastethernst1/
€ 192.168.0.6/24 is directly connected, Serials/e

S 192.168.7.0/24 [1/0] via 102.168.2.1

S 192.168.8.0/24 [1/0] via 102.168.1.2

S 192.168.9.0/24 [1/0] via 102.168.4.1

€ 192.168.10.6/24 is directly connected, FastEthernete/o
Routers

Copy Paste
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Physical  Config _CLI_ Attributes

105 Command Line Interface

7 Tow-Speed SerIaT(Sync/async) Retiork TReeTTace(s]
32€ bytes of non-volatile configuration menory.
63488K bytes of ATA CompactFlash (Read/Write)

Press RETURN to get started!

LINEPROTO-5-UPDOWN: Line protocol on Interface FastEthernets/o, changed state to up
%LINEPROTO-5-UPDOWN: Line protocol on Interface FastEtherneto/o, changed state to up

LINEPROTO-5-UPDOWN: Line protocol on Interface FastEthernetl/o, changed state to up

Routersen
Router#shou ip route
Codes: C - connected, S - static, I - IGRP, R - RIP, M - mobile, & - BGP
D - EIGRP, EX - ETGRP external, 0 - OSPF, TA - OSPF inter area
NL - OSPF NSSA external type 1, N2 - OSPF NSSA external type 2
EL - 0SPF external type 1, E2 - OSPF external type 2, E - EGP
i TSTS, L1 - SIS level-l, L2 - Is-Ts level-2, ia - TS-IS inter area
* - candidate default, U - per-user static route, o - ODR
P - periodic downloaded static route

Gateway of last resort is not set

102.168.1.6/24 [1/0] via 102.168.3.2
192.168.3.6/24 1s directly connected, FastEthernet1/o
192.168.4.6/24 is directly connected, Fastethernets/o
102.168.7.6/24 [1/0] via 102.168.1.1
102.168.5.6/24 [1/0] via 102.165.3.2
192.168.9.6/24 1s directly connected, FastEthernete/o
192.168.10.0/24 [1/0] via 102.168.4.2

Routers

Copy

Paste
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Physical  Config _CLI_ Attributes

105 Command Line Interface

LTS CHARGEDT TATerTace SeriaTa/o, changed STate T6 Up
LINEPROTO-5-UPDOWN: Line protocol on Interface FastEthernetl/o, changed state to up
%LINEPROTO-5-UPDOWN: Line protocol on Interface Serial3/o, changed state to up

%LINEPROTO-5-UPDOMN: Line protocol on Interface Serial2/o, changed state to up

Routersen
Router#shou up route

% Invalid input detected at 'n' marker.

Router#shou ip route
Codes: C - connected, S - static, I - IGRP, R - RIP, M - mobile, & - BGP

D - EIGRP, EX - ETGRP external, 0 - OSPF, TA - OSPF inter area

NL - OSPF NSSA external type 1, N2 - OSPF NSSA external type 2

EL - 0SPF external type 1, E2 - OSPF external type 2, E - EGP

i TSTS, L1 - SIS level-l, L2 - Is-Ts level-2, ia - TS-IS inter area

* - candidate default, U - per-user static route, o - ODR

P - periodic downloaded static route

Gateway of last resort is not set

C 192.168.1.0/24 is directly comnected, Serial2/o
S 202.168.2.0/2¢ [2/0] via 102.168.1.1

C 102.163.3.6/24 is directly comnected, FastEtherneti/e
C 192.168.5.0/24 is directly comnected, Serial3/o

S 202.168.7.0/2¢ [2/0] via 102.168.1.1

C 102163.8.6/24 is directly comnected, FastEtherneto/
S 1202.168.9.0/2¢ [2/0] via 192.168.3.1

S 102.163.10.0/24 [1/0] via 102.168.2.2

Routers)

Copy Paste
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Router0

Physical  Config _CLI_ Attributes

105 Command Line Interface

%LINEPROTO-5-UPDOWN: Line protocol on Interface FastEtherneto/s, changed state to up
ALINK-5-CHANGED: Interface Serial2/e, changed state to up

ALINK-5-CHANGED: Interface Serial3/o, changed state to up

%LINEPROTO-5-UPDOWN: Line protocol on Interface Serial3/o, changed state to up

%LINEPROTO-5-UPDOMN: Line protocol on Interface Serial2/o, changed state to up

Routersen
Router#shou ip route
Codes: C - connected, S - static, I - IGRP, R - RIP, M - mobile, & - BGP
D - EIGRP, EX - ETGRP external, 0 - OSPF, TA - OSPF inter area
NL - OSPF NSSA external type 1, N2 - OSPF NSSA external type 2
EL - 0SPF external type 1, E2 - OSPF external type 2, E - EGP
i TSTS, L1 - SIS level-l, L2 - Is-Ts level-2, ia - TS-IS inter area
* - candidate default, U - per-user static route, o - ODR
P - periodic downloaded static route

Gateway of last resort is not set

192.168.1.6/24 is directly connected, FastEthernete/o
192.168.2.6/24 [1/0] via 192.168.10.2

102.168.3.0/24 [1/0] via 192.165.40.2

102.168.4.0/24 [1/0] via 192.168.50.2
192.168.10.0/24 is directly comected, Serial2/o
192.168.30.0/24 is directly connected, Serial3/o
102.168.46.0/24 [1/0] via 192.168.30.2
192.168.50.0/24 [1/0] via 192.168.30.2

Routers





image13.png
Routerl

Physical  Config _CLI_ Attributes

105 Command Line Interface

%LINEPROTO-5-UPDOWN: Line protocol on Interface FastEtherneto/o, changed state to up

LINK- 5 -CHANGED:

Interface serial2/o, changed state to up
LINK-5-CHANGED: Interface Seriala/e, changed state to up
%LINEPROTO-5-UPDOWN: Line protocol on Interface Serial3/o, changed state to up

%LINEPROTO-5-UPDOMN: Line protocol on Interface Serial2/o, changed state to up

Routersen
Router#shou ip route
Codes: C - connected, S - static, I - IGRP, R - RIP, M - mobile, & - BGP
D - EIGRP, EX - ETGRP external, 0 - OSPF, TA - OSPF inter area
NL - OSPF NSSA external type 1, N2 - OSPF NSSA external type 2
EL - 0SPF external type 1, E2 - OSPF external type 2, E - EGP
i TSTS, L1 - SIS level-l, L2 - Is-Ts level-2, ia - TS-IS inter area
* - candidate default, U - per-user static route, o - ODR
P - periodic downloaded static route

Gateway of last resort is not set

192.168.1.6/24 [1/0] via 192.168.10.1
192.168.2.6/24 1s directly connected, FastEthernete/o
192.168.3.6/24 [1/0] via 192.168.40.0

102.168.4.6/24 [1/0] via 192.168.50.2

192.168.10.0/24 is directly comnected, Serial2/o
102.168.20.0/24 is directly comnected, Serial3/o
102.168.45.0/24 [1/0] via 192.168.20.2
192.168.50.0/24 [1/0] via 192.168.20.2
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Router2

Physical  Config _CLI_ Attributes

105 Command Line Interface

TLTNEFROTO-5-UPOOWT [Tne protocol on TREerTace FastEtherneto/s, changed STate

%LINEPROTO-5-UPDOMN: Line protocol on Interface FastEthernet1/o, changed state

LINK-5-CHANGED: Interface Serial2/e, changed state to up

LINK-5-CHANGED: Interface Seriala/e, changed state to up

%LINEPROTO-5-UPDOWN: Line protocol on Interface Serial3/o, changed state to up

%LINEPROTO-5-UPDOMN: Line protocol on Interface Serial2/o, changed state to up

Routersen
Router#shou ip route
Codes: C - connected, S - static, T - T6RP, R - RIP, M - mobile, B - BGP

D - EIGRP, EX - ETGRP external, 0 - OSPF, TA - OSPF inter area
NL - OSPF NSSA external type 1, N2 - OSPF NSSA external type 2

EL - 0SPF external type 1, E2 - OSPF external type 2, E - EGP

i TSTS, L1 - SIS level-l, L2 - Is-Ts level-2, ia - TS-IS inter area
* - candidate default, U - per-user static route, o - ODR

P - periodic downloaded static route

Gateway of last resort is not set

192.168.1.6/24 [1/0] via 192.168.30.1
102.168.2.6/24 [1/0] via 192.168.20.1

102.168.3.0/24 [1/0] via 192.165.40.2

102.168.4.0/24 [1/0] via 192.168.50.2

192.168.20.0/24 1s directly comnected, Serial3/o
102.168.30.0/24 is directly comnected, Serial2/o
192.168.40.0/24 is directly connected, FastEtherneto/o
192.168.50.0/24 1s directly connected, FastEthernet1/o

=X

o up
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Physical  Config _CLI_ Attributes

105 Command Line Interface

Press RETURN to get started!

%LINEPROTO-5-UPDOWN: Line protocol on Interface FastEtherneto/o, changed state to up
LINEPROTO-5-UPDOWN: Line protocol on Interface FastEthernetl/o, changed state to up
LINK-5-CHANGED: Interface Serial2/e, changed state to up

%LINEPROTO-5-UPDOMN: Line protocol on Interface Serial2/o, changed state to up

Routersen
Router#shou ip route
Codes: C - connected, S - static, I - IGRP, R - RIP, M - mobile, & - BGP
D - EIGRP, EX - ETGRP external, 0 - OSPF, TA - OSPF inter area
NL - OSPF NSSA external type 1, N2 - OSPF NSSA external type 2
EL - 0SPF external type 1, E2 - OSPF external type 2, E - EGP
i TSTS, L1 - SIS level-l, L2 - Is-Ts level-2, ia - TS-IS inter area
* - candidate default, U - per-user static route, o - ODR
P - periodic downloaded static route

Gateway of last resort is not set

192.168.1.6/24 [1/0] via 192.168.30.1
102.168.2.6/24 [1/0] via 192.168.20.1

192.168.3.0/24 [1/0] via 192.165.60.2

192.168.4.6/24 15 directly connected, FastEthernete/o
192.168.26.0/24 [1/0] via 192.168.50.1
192.168.30.0/24 [1/0] via 102.168.50.1
192.168.50.0/24 is directly connected, FastEthernet1/o
192.168.60.0/24 1s directly connected, Serial2/o
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Physical  Config _CLI_ Attributes

105 Command Line Interface

Press RETURN to get started!

%LINEPROTO-5-UPDOWN: Line protocol on Interface FastEtherneto/o, changed state to up
LINEPROTO-5-UPDOWN: Line protocol on Interface FastEthernetl/o, changed state to up
LINK-5-CHANGED: Interface Serial2/e, changed state to up

%LINEPROTO-5-UPDOMN: Line protocol on Interface Serial2/o, changed state to up

Routersen
Router#shou ip route
Codes: C - connected, S - static, I - IGRP, R - RIP, M - mobile, & - BGP
D - EIGRP, EX - ETGRP external, 0 - OSPF, TA - OSPF inter area
NL - OSPF NSSA external type 1, N2 - OSPF NSSA external type 2
EL - 0SPF external type 1, E2 - OSPF external type 2, E - EGP
i TSTS, L1 - SIS level-l, L2 - Is-Ts level-2, ia - TS-IS inter area
* - candidate default, U - per-user static route, o - ODR
P - periodic downloaded static route

Gateway of last resort is not set

192.168.1.6/24 [1/0] via 192.168.30.1
192.168.2./24 [1/0] via 192.168.20.1

192.168.3.6/24 1s directly connected, FastEthernete/o
192.168.4.0/24 [1/0] via 192.165.60.1

192.168.26.0/24 [1/0] via 192.168.40.1
192.168.30.0/24 [1/0] via 102.168.40.1
192.168.40.0/24 1s directly connected, FastEthernet1/o
192.168.60.0/24 is directly comnected, Serial2/o
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Physical  Config _CLI_ Attributes

105 Command Line Interface

LINK-5-CHANGED: Interface Serialo/1/0, changed state to up

LINEPROTO-5-UPDON: Line protocol on Interface GigabitEtherneto/a, changed state to up

LINEPROTO-5-UPDOWN: Line protocol on Interface GigabitEtherneta/1, changed state to up

%LINEPROTO-5-UPDOMN: Line protocol on Interface Serialo/1/s, changed state to up

Routersen
Router#shou ip route
Codes: L - local, C - comnected, S - static, R - RIP, M - mobile, B - BGP
D - EIGRP, EX - ETGRP external, 0 - OSPF, TA - OSPF inter area
NL - OSPF NSSA external type 1, N2 - OSPF NSSA external type 2
EL - 0SPF external type 1, E2 - OSPF external type 2, E - EGP
i TSTS, L1 - SIS level-l, L2 - Is-Ts level-2, ia - TS-IS inter area
* - candidate default, U - per-user static route, o - ODR
P - periodic downloaded static route

Gateway of last resort is not set

5 192.168.1.6/24 [1/0] via 102.163.10.1
102.168.2.6/24 15 variably subnetted, 2 subnets, 2 masks

c 102.168.2.0/24 1s directly connected, GigabitEtherneto/o

L 102.168.2.1/32 1s directly connected, GigabitEtherneto/o
192.168.10.0/24 15 variably subnetted, 2 subnets, 2 masks

c 102.163.10.0/24 is directly connected, Serialo/1/e

L 102.163.10.2/32 is directly connected, Serialo/1/e

S 192.168.20.0/24 [1/0] via 102.108.10.1
192.168.30.0/24 15 variably subnetted, 2 subnets, 2 masks

c 102.163.30.0/24 is directly connected, GigabitEthernets/1
L 102.168.30.2/32 is directly connected, GigabitEthernets/1
S 192.108.50.6/24 [1/0] via 102.108.30.1

--vore--

Copy

Paste
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Physical  Config _CLI_ Attributes

105 Command Line Interface

LINK-5-CHANGED: Interface Serialo/e/o, changed state to up
LINEPROTO-5-UPDON: Line protocol on Interface GigabitEtherneto/a, changed state to up
LINEPROTO-5-UPDOWN: Line protocol on Interface GigabitEtherneta/1, changed state to up

LINEPROTO-5-UPDOWN: Line protocol on Interface Serialo/o/s, changed state to up

Routersen
Router#shou ip route
Codes: L - local, C - comnected, S - static, R - RIP, M - mobile, B - BGP
D - EIGRP, EX - ETGRP external, 0 - OSPF, TA - OSPF inter area
NL - OSPF NSSA external type 1, N2 - OSPF NSSA external type 2
EL - 0SPF external type 1, E2 - OSPF external type 2, E - EGP
i TSTS, L1 - SIS level-l, L2 - Is-Ts level-2, ia - TS-IS inter area
* - candidate default, U - per-user static route, o - ODR
P - periodic downloaded static route

Gateway of last resort is not set

102.168.1.0/24 is variably subnetted, 2 subnets, 2 masks
c 102.168.1.0/24 1s directly connected, GigabitEtherneto/1
102.168.1.1/32 1s directly connected, GigabitEtherneto/1
S 192.168.2.6/24 [1/0] via 102.163.10.2
192.168.10.0/24 15 variably subnetted, 2 subnets, 2 masks

c 102.163.10.0/24 is directly connected, Serialo/o/s

L 102.163.10.1/32 is directly connected, Serialo/o/s
192.168.20.0/24 is variably subnetted, 2 subnets, 2 masks

c 102.168.26.0/24 is directly connected, GigabitEthernets/o

L 102.168.20.1/32 is directly connected, GigabitEthernets/e

S 192.108.50.6/24 [1/0] via 102.108.20.2
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105 Command Line Interface

LINEPROTO-5-UPDOWN: Line protocol on Interface GigabitEtherneta/1, changed state to up

%LINEPROTO-5-UPDOMN: Line protocol on Interface Serialo/1/s, changed state to up

Routersen
Router#shou ip route
Codes: L - local, C - comnected, S - static, R - RIP, M - mobile, B - BGP
D - EIGRP, EX - ETGRP external, 0 - OSPF, TA - OSPF inter area
NL - OSPF NSSA external type 1, N2 - OSPF NSSA external type 2
EL - 0SPF external type 1, E2 - OSPF external type 2, E - EGP
i TSTS, L1 - SIS level-l, L2 - Is-Ts level-2, ia - TS-IS inter area
* - candidate default, U - per-user static route, o - ODR
P - periodic downloaded static route

Gateway of last resort is 102.168.70.2 to network 6.0.0.0

102.168.49.0/32 1s subnetted, 1 subnets

s 102.163.40.0/32 [1/0] via 102.168.60.2
192.168.50.0/24 is variably subnetted, 2 subnets, 2 masks

c 102.163.50.0/24 is directly connected, Serialo/1/e

L 102.163.50.2/32 is directly connected, Serialo/1/e
192.168.60.0/24 is variably subnetted, 2 subnets, 2 masks

c 102.163.60.0/24 is directly connected, GigabitEthernets/

L 102.163.60.1/32 is directly connected, GigabitEthernets/e
192.168.76.0/24 is variably subnetted, 2 subnets, 2 masks

c 102.168.76.0/24 is directly connected, GigabitEthernets/1

L 102.168.70.1/32 is directly connected, GigabitEthernets/l

5* 0.0.5.0/0 [1/0] via 192.168.70.2
[1/0] via 102.163.58.1
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LINK-5-CHANGED: Interface Serialo/e/o, changed state to up
LINEPROTO-5-UPDON: Line protocol on Interface GigabitEtherneto/a, changed state to up
LINEPROTO-5-UPDOWN: Line protocol on Interface GigabitEtherneta/1, changed state to up

LINEPROTO-5-UPDOWN: Line protocol on Interface Serialo/o/s, changed state to up

Routersen
Router#shou ip route
Codes: L - local, C - comnected, S - static, R - RIP, M - mobile, B - BGP
D - EIGRP, EX - ETGRP external, 0 - OSPF, TA - OSPF inter area
NL - OSPF NSSA external type 1, N2 - OSPF NSSA external type 2
EL - 0SPF external type 1, E2 - OSPF external type 2, E - EGP
i TSTS, L1 - SIS level-l, L2 - Is-Ts level-2, ia - TS-IS inter area
* - candidate default, U - per-user static route, o - ODR
P - periodic downloaded static route

Gateway of last resort is 102.168.40.1 to network .0.9.0

192.168.3.0/24 is variably subnetted, 2 subnets, 2 masks

c 102.168.3.0/24 1s directly connected, GigabitEtherneto/o

L 102.168.3.1/32 1s directly connected, GigabitEtherneto/o
192.168.40.0/24 15 variably subnetted, 2 subnets, 2 masks

c 102.163.40.0/24 is directly connected, Serialo/o/s

L 102.163.40.2/32 is directly connected, Serialo/o/s

S 192.108.50.0/24 [1/0] via 102.108.40.1
192.168.76.0/24 is variably subnetted, 2 subnets, 2 masks

c 102.163.76.0/24 is directly connected, GigabitEthernets/1

L 102.168.70.2/32 is directly connected, GigabitEthernets/l

s* 0.0.0.8/6 [1/6] via 192.168.40.1
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T FaSTETherAET TREErTAce(s]

4 Gigabit Ethernet interfaces

DRAM configuration is 64 bits wide with parity disabled.
255K bytes of non-volatile configuration memory.
249856K bytes of ATA System CompactFlash 0 (Read/write)

Press RETURN to get started!

LINEPROTO-5-UPDON: Line protocol on Interface GigabitEtherneto/a, changed state to up

LINEPROTO-5-UPDOWN: Line protocol on Interface GigabitEtherneta/1, changed state to up

Routersen
Router#shou ip route
Codes: L - local, C - comnected, S - static, R - RIP, M - mobile, B - BGP
D - EIGRP, EX - ETGRP external, 0 - OSPF, TA - OSPF inter area
NL - OSPF NSSA external type 1, N2 - OSPF NSSA external type 2
EL - 0SPF external type 1, E2 - OSPF external type 2, E - EGP
i TSTS, L1 - SIS level-l, L2 - Is-Ts level-2, ia - TS-IS inter area
* - candidate default, U - per-user static route, o - ODR
P - periodic downloaded static route

Gateway of last resort is 102.168.60.1 to network 6.0.9.0

192.168.4.0/24 is variably subnetted, 2 subnets, 2 masks

c 102.168.4.0/24 1s directly connected, GigabitEtherneto/o

L 102.168.4.1/32 1s directly connected, GigabitEtherneto/o
192.168.60.0/24 15 variably subnetted, 2 subnets, 2 masks

c 102.163.60.0/24 is directly connected, GigabitEthernets/1

L 102.163.60.2/32 is directly connected, GigabitEthernets/1

5* ©.0.5.0/0 [1/0] via 192.16.60.1
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105 Command Line Interface

LINEPROTO-5-UPDOWN: Line protocol on Interface GigabitEtherneta/1, changed state to up
%LINEPROTO-5-UPDOMN: Line protocol on Interface Serialo/2/s, changed state to up

LINEPROTO-5-UPDOWN: Line protocol on Interface Seriale/2/1, changed state to up

Routersen
Router#shou ip route
Codes: L - local, C - comnected, S - static, R - RIP, M - mobile, B - BGP
D - EIGRP, EX - ETGRP external, 0 - OSPF, TA - OSPF inter area
NL - OSPF NSSA external type 1, N2 - OSPF NSSA external type 2
EL - 0SPF external type 1, E2 - OSPF external type 2, E - EGP
i TSTS, L1 - SIS level-l, L2 - Is-Ts level-2, ia - TS-IS inter area
* - candidate default, U - per-user static route, o - ODR
P - periodic downloaded static route

Gateway of last resort is not set

192.168.20.0/24 is variably subnetted, 2 subnets, 2 masks

c 102.168.26.0/24 is directly connected, GigabitEthernets/e
L 102.168.20.2/32 is directly connected, GigabitEthernets/e
192.168.30.0/24 is variably subnetted, 2 subnets, 2 masks
c 102.163.30.0/24 is directly connected, GigabitEthernets/1
L 102.168.30.1/32 is directly connected, GigabitEthernets/1
192.168.40.0/24 is variably subnetted, 2 subnets, 2 masks

c 102.163.40.0/24 is directly connected, Serialo/2/1

L 102.163.40.1/32 is directly connected, Serialo/2/1
192.168.50.0/24 is variably subnetted, 2 subnets, 2 masks

c 102.163.50.0/24 is directly connected, Serialo/2/e

L 102.163.50.1/32 is directly connected, Serialo/2/e

S 192.108.00.6/24 [1/0] via 102.108.50.2

Routers) =
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